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NOTES:
1-0BJECT MARKERS ARE USED TO MARK OBSTRUCTIONS.| & 2 ARE
e w7 OF OBSTRUCTIONS SUCH AS NARROW
c5 "CULVERTS, E1C. O\ NARROY BRIDGES THE
1S PLACED ON SICE OF B0TH ENOS OF BRIDGES OV TO-WAY
T ROADWAYS & ON EACH SIDE OF THE APPROACH END OF BRIDGES ON
ONE VaY ROIONAYS, OBJECT MARKER 3 IS USED PRINCIPALLY FOR
o w MARKING THE BEGINNING ENOS OF BARRI
2.8LL REFLECTIVE SHEETING SHALL CWDﬁM T SECTION 735 OF
GRIDGE CONSTRCTION. THE. COLOR OF THE SWEETING WAL BE
00’ ) "0 YELLOW WITH NON-REFLECTIVE BLACK.
1200 3 INSTALL THREE DELINEATOR PLATES, YELLOW,
N ACCORDANCE WITH STANDARD ORAWING 726-1.
a cutvam ALIGNMENT PANELS & OBJECT MARKERS 18 2, SHALL BE
139972, 4007 ATTACHED TO POSTS WITH VANDAL RESISTANT FASTENERS.

‘T' INTERSECTION GUIDANCE

5. PAYEMENT MARKINGS AND STRIPING FOR PAVEMENT TRANSITION [S TO

BE DETERMINED BY THE TRAFFIC ENGINEER.

ALL_DIMENSIONS ARE_SHOWN (N NILLIMETERS (mmi UNLESS OTHERWISE NOTED.
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